PUBLIC NOTICE

FEDERAL COMMUNICATIONS COMMISSION
45 L STREET NE
WASHINGTON D.C. 20554

News media information 202-418-0500
Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Report No. SES-02521 Wednesday November 30, 2022

Satellite Communications Services

re: Satellite Radio Applications Accepted For Filing

The applications listed herein have been found, upon initial review, to be acceptable for filing. The Commission
reserves the right to return any of the applications if, upon further examination, it is determined they are defective and
not in conformance with the Commission's Rules and Regulations and its Policies. Final action will not be taken on any
of these applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b). All applications accepted
for filing will be assigned call signs, or other unique station identifiers. However, these assignments are for
administrative purposes only and do not in any way prejudice Commission action.

SES-MOD-20220628-00713 E E090001 KVH Industries, Inc.
Application for Modification

Class of Station: Earth Stations on-board Vessels/VSAT

Nature of Service: Fixed Satellite Service

KVH Industries, Inc, request modification of its ESV earth station to add H60 and H90 earth stations to its existing blanket Earth Stations on
Vessels authorization.

SITE ID: ESV NET3
LOCATION: (MOBILE 1.0METER) (250 UNITS), CONUS, HI, AK USTERR

ANTENNAID: ESV3 1 meters MELCO KU-MATE(SX-5300)
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14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

10950.0000 - 11200.0000 MHz

36M0G7D 49.00 dBW

27M0G7D 49.00 dBBW

18M0G7D 49.00 dBW

36M0G7D

27MO0G7D

18M0G7D

36M0G7D

27M0G7D

18M0G7D

36M0G7D
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DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

SPREAD OUTBOUND 10 MBPS
CARRIER, DATA SERVICE

SPREAD OUTBOUND 10 MBPS
CARRIER, DATA SERVICE

SPREAD OUTBOUND 10 MBPS
CARRIER, DATA SERVICE

SPREAD OUTBOUND 10 MBPS
CARRIER, DATA SERVICE

SPREAD OUTBOUND 10 MBPS
CARRIER, DATA SERVICE

SPREAD OUTBOUND 10 MBPS
CARRIER, DATA SERVICE

SPREAD OUTBOUND 10 MBPS
CARRIER, DATA SERVICE



10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

SITE ID: ESV NET1

27MO0G7D

18M0G7D

SPREAD OUTBOUND 10 MBPS
CARRIER, DATA SERVICE

SPREAD OUTBOUND 10 MBPS
CARRIER, DATA SERVICE

LOCATION: (MOBILE 0.6METER) 3500 UNITS, CARIBBEAN AND COASTAL AREA, CONUS, GM

ANTENNA ID: ESVI1

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

0.6 meters KVH INDUSTRIES, INC.
36M0G7D 42.40 dBBW
18M0G7D 42.40 dBW
27M0G7D 42.40 dBBW
IM80G7D 41.15 dBW
36M0G7D
27MO0G7D
18M0G7D
IM80G7D
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TRACPHONE V7

DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

DATA SERVICES

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

DATA SERVICES



SITE ID:

LOCATION:

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

ESV NET2

ANTENNA ID:  ESV2

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

0.37 meters

27MO0G7D

1IM80G7D

27MO0G7D

1IM80G7D

(MOBILE 0.37METER) 50 ENTERPRISE CENTER, VARIOUS (1000 UNITS)

TRACPHONE
36M0G7D 38.02 dBW
27MO0G7D 38.02 dBW
18M0G7D 38.02 dBW
6M87GTW 38.02 dBW
27M0G7D
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SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

DATA SERVICES

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

DATA SERVICES

V3

DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

Digital Data Services

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES



SITE ID:

LOCATION:

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

14000.0000 - 14500.0000 MHz

ESV NET4

ANTENNAID:  ESV4

14000.0000 - 14500.0000 MHz

1 meters

36M0G7D

18M0G7D

5M00G7W

6M87GTW

27MO0G7D

SMO0G7W

6M87GTW

27M0G7D

5M00G7W

6M87GTW

SMO0G7W 38.02 dBW

(MOBILE 1.0METER) 50 ENTERPRISE CENTER, VARIOUS (500 UNITS)

KVH INDUDTRIES

27MO0G7D 46.30 dBW
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DATA SERVICES

DATA SERVICES

Digital Data Services

Digital Data Services

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

Digital Data Services

Digital Data Services

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

Digital Data Services

Digital Data Services

Digital Data Services

TRACPHONE V11

DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.



SITE ID:

LOCATION:

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

ESV NETS
(V30 0.37M. 5000UNITS)

36M0G7D 46.30 dBW

18M0G7D 46.30 dBW

250KG7D 36.94 dBW

36M0G7D

27MO0G7D

18M0G7D

250KG7D

27M0G7D

250KG7D

27M0G7D

250KG7D
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DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

Digital Data Services

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

Digital Data Services

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

Digital Data Services

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

Digital Data Services



ANTENNA ID:  ESV NETS 0.37 meters KVH V30

14000.0000 - 14500.0000 MHz 36M0G7D 36.95 dBW DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

14000.0000 - 14500.0000 MHz 27M0G7D 36.95 dABW DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA
SERVICES.

14000.0000 - 14500.0000 MHz 18M0G7D 36.95 dBW DIRECT SEQUENCE SPREAD
SPECTRUM (DSSS) TECHNIQUE
USING A RANDOM ACCESS
METHOD CALLED CODE REUSE
MULTIPLE ACCESS (CRMA) TO
ACCESS THE SATELLITE. DATA

SERVICES.
14000.0000 - 14500.0000 MHz 6M87GTW 36.95 dBW SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES
11700.0000 - 12200.0000 MHz 36M0G7D Digital Data Services
11700.0000 - 12200.0000 MHz 27M0G7D SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES
11700.0000 - 12200.0000 MHz 250KG7D Digital Data Services
11700.0000 - 12200.0000 MHz 6M87GTW Digital Data Services
11700.0000 - 12200.0000 MHz 18M0G7D Digital Data Services
11450.0000 - 11700.0000 MHz 27M0G7D SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES
11450.0000 - 11700.0000 MHz SMO0G7W Digital Data Services
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SITE ID:

LOCATION:

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

ESV NET6

ANTENNAID:  ESV NET6

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

(MOBILE 1.06M. 5000 UNITS)

1.06 meters KVH

250KG7D

6M87GTW

27MO0G7D

SMO0G7W

6M87GTW

TM50G7TW 49.10 dBBW
500KG7W 44.69 dBBW
4MO00G7W 49.10 dBBW
3MO0G7TW 49.10 dBBW
2M00G7W 49.10 dBBW
IM50G7TW 49.10 dBBW
IM00G7W 47.70 dBW
174KG7TW 40.10 dBBW
54MO0G7W

36MOG7TW

IM00G7W
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Digital Data Services

Digital Data Services

SPREAD SPECTRUM CRMA
OUTBOUND DATA SERVICES

Digital Data Services

Digital Data Services

H90

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services



SITE ID:

LOCATION:

ANTENNA ID:

11700.0000 - 12200.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

11450.0000 - 11700.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

10950.0000 - 11200.0000 MHz

ESV NET7

ESV NET7

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

(MOBILE 0.6M. 5000 UNITS)

0.6 meters

18MOG7W
54MOG7W
36MOG7W
IM0O0G7W
18MOG7W
54MOG7W
36MOG7W
IM0O0G7W

18MOG7W

KVH
TM50G7TW 44.42 dBW
500KG7W 37.01 dBW
4MO00G7W 44.42 dBW
3MO0G7TW 44.42 dBBW
2M00G7W 43.03 dBW
IM50G7TW 41.78 dBBW
IM00G7W 40.02 dBW

174KGTW 32.42 dBW
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Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

H60

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services



11700.0000 - 12200.0000 MHz 54MOG7W

11700.0000 - 12200.0000 MHz 36MOG7TW
11700.0000 - 12200.0000 MHz IM00G7W
11700.0000 - 12200.0000 MHz 18MOG7TW
11450.0000 - 12200.0000 MHz 54MO0G7TW
11450.0000 - 11700.0000 MHz 36MOG7TW
11450.0000 - 11700.0000 MHz IM00G7W
11450.0000 - 11700.0000 MHz 18MOG7W
10950.0000 - 11200.0000 MHz 54MO0G7W
10950.0000 - 11200.0000 MHz 36MOG7TW
10950.0000 - 11200.0000 MHz IM00G7W
10950.0000 - 11200.0000 MHz 18MOG7TW

Points of Communication:

ESV NETI - EUTELSAT174A(S2610) - (174 E. L.)

ESV NET!1 - PERMITTED LIST - ()

ESV NET2 - EUTELSAT174A(S2610) - (174 E. L.)

ESV NET2 - PERMITTED LIST - ()

ESV NET3 - EUTELSAT174A(S2610) - (174 E. L.)

ESV NET3 - TELSTAR 11N (S2357) - (37.5 W.L.)

ESV NET4 - EUTELSAT174A(S2610) - (174 E. L.)
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Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services

Digital Data Services



ESV NET4 - PERMITTED LIST - ()

ESV NET4 - TELSTAR 11N (S2357) - 37.5 W.L)

ESV NETS - PERMITTED LIST - ()

ESV NET6 - PERMITTED LIST - ()

ESV NET7 - PERMITTED LIST - ()

SES-MOD-20221027-01165 E E2245 Alascom, Inc.
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

Alascom, Inc. requests modification of its fixed earth station in Nightmute, AK to add C-band emission designators to allow for higher
bandwidth services., unused C-band designators are being removed, and corrections are being made to the site coordinates in the 5925-6425
MHz (Earth-to-space), and 3700-4200 MHz (space-to-Earth) frequency bands.

SITE ID: 1
LOCATION: NSN, NIGHTMUTE, AK
60°28'29.90 " N LAT. 164 °43'26.10 " W LONG.
ANTENNAID: 1 4.5 meters ANDREW CORPORATION ESA45-46
5925.0000 - 6425.0000 MHz 4MS0GTW 57.16 dBW VARIOUS PSK & QAM - VOICE AND
DATA
5925.0000 - 6425.0000 MHz 29K0G7W 52.10 dBW VARIOUS PSK & QAM - VOICE AND
DATA
3700.0000 - 4200.0000 MHz 4MS0GTW VARIOUS PSK & QAM - VOICE AND
DATA
3700.0000 - 4200.0000 MHz 29K0G7W VARIOUS PSK & QAM - VOICE AND
DATA

Points of Communication:

1 - PERMITTED LIST - ()
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SES-MOD-20221027-01166 E E2243 Alascom, Inc.
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

Alascom, Inc. requests modification of its fixed earth station in Savoogan, Ak, to add C-band emission designators to allow for higher bandwidth
services, unused C-band designators are being removed, and corrections are being made to the site coordinates in the 5925-6425 MHz
(Earth-to-space), and 3700-4200 MHz (space-to-Earth) frequency bands.

SITE ID: 1
LOCATION: NSN, SAVOONGA, AK
63°41'40.10 " N LAT. 170 °28'56.50 " W LONG.
ANTENNAID: 1 4.5 meters ANDREW CORPORATION ESA45-46
5925.0000 - 6425.0000 MHz 4MS0GTW 57.16 dBW VARIOUS PSK & QAM - VOICE AND
DATA
5925.0000 - 6425.0000 MHz 29K0G7W 52.10 dBW VARIOUS PSK & QAM - VOICE AND
DATA
3700.0000 - 4200.0000 MHz 4MS0GTW VARIOUS PSK & QAM - VOICE AND
DATA
3700.0000 - 4200.0000 MHz 29K0G7W VARIOUS PSK & QAM - VOICE AND
DATA

Points of Communication:

1 - PERMITTED LIST - ()

SES-MOD-20221027-01169 E E2196 Alascom, Inc.
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

Alascom, Inc. requests modification of its fixed earth station in Russian Mission, AK, to add C-band emission designators to allow for higher
bandwidth services, unused C-band designators are being removed, and corrections are being made to the site coordinates in the 5925-6425 MHz
(Earth-to-space), and 3700-4200 MHz (space-to-Earth) frequency bands.
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SITE ID: 1

LOCATION: NSN, RUSSIAN MISSION, AK

61°47"'3.10 "N LAT.

ANTENNAID: 1

6177.0000 - 6425.0000 MHz

6177.0000 - 6425.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

5999.0000 - 6039.0000 MHz

5999.0000 - 6039.0000 MHz

Points of Communication:

1 - PERMITTED LIST - ()

161°19'23.30 " W LONG.

4.5 meters ANDREW CORP.
4MS0GTW 57.16 dBW
29K0G7TW 52.10 dBW
4MS0GTW
29K0G7TW
4MS0GTW 57.16 dBW
29K0G7TW 52.10 dBW

ESA45-46

VARIOUS PSK & QAM - VOICE AND
DATA

VARIOUS PSK & QAM - VOICE AND
DATA

VARIOUS PSK & QAM - VOICE AND
DATA

VARIOUS PSK & QAM - VOICE AND
DATA

VARIOUS PSK & QAM - VOICE AND
DATA

VARIOUS PSK & QAM - VOICE AND
DATA

For more information concerning this Notice, contact the Satellite Division at 418-0719; TTY 1-888-835-5322.
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